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ABSTRACT 

This report summarizes the design of a 25kW peak power pulse 

modulator for an airborne medium-range weather radar. 

It is the purpose of the modulator to collect and store energy 

over a certain time period and to form this energy into a short, 

high-power pulse. 

The modulator is required to drive a coaxial magnetron with a 

pulse of 5kV at 5A. System .cons ide rations make a pulse width of 

3.5us and a repetition rate of 99Hz necessary. 

The pulse is generated in a line-type pulse circuit which 

utilizes an SCR as a switching device. It is shown that a solid­

state modulator can use a commercial grade SCR for the pulse genera­

tion. Although currents of lOOA are switched, the instantaneous 

power dissipation in the SCR is reduced significantly through the 

use of a saturable delay reactor. 

A pulse transformer is used to achieve maximum power transfer 

from the modulator to the ma~netron. The pulse transformer is 

insulated with a semi-rigid epoxy. Corona generation is avoided by 

limiting the voltage gradients in the insulation to BOV/mil. 
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DEVELOPMENT OF A RADAR PULSE MODULATOR 

1.1 PROBLEM PRESENTATION 

The task is to develop a radar modulator for an airborne 

X-Band weather radar with a 200-mile range. This requires a 

nominal RF-output pulse of lOkW and 3.5~s duration at a repeti­

tion rate of 99Hz. The block diagram of the radar is shown 

below. 

Display - Video 
Processing 

r;::::: - - - MOciUfa to"; I 
Pulse Generation . I 

Circuitry rL. Pulse 

I Recharge Circuit 
Failure Protection 

L _j 

Receiver -

Duplexer~ Antenna 

I 

Figure 1. Block Diagram of Radar System 

Reliability considerations make a coaxial magnetron neces­

sary. The chosen magnetron (L5362)* requires a drive of 5kV at 

5A. The modulator under discussion consists of the following 

three areas: 

a) Impedance matching to magnetron by means 

of a pulse transformer. 

*Litton, Coaxial Magnetron L5362 
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b) Pulse generation circuitry. 

-- -c) Charging circuit and failure protection 

of modulator from arcing and misfire of 

magnetron. 

1.2 PREDESIGN CONSIDERATIONS 

The following guidelines are to be considered during the 

design phase of the . modulator. 

1. Solid-state design. 

2. Low manufacturing costs and easy assembly 

through use of printed circuit board layout. 

3. Light-weight construction. 

4. Oil is not permitted as insulation material 

since possible leakage will reduce the 

reliability. 

5. The t~mperature range of operation is from -55°C 

to +100°C with storage from -55°C to +125°C. 

Maximum operating altitude is 55,000 feet. 

The modulator will drive a coaxial magnetron as shown in 

Figure 1. A magnetron is basically a magnetically biased vacuum 

diode that in its V-I characteristic is similar to a zener diode. 

The magnitude of the bias field influences the "knee voltage" of 

the magnetron, thus, changing the effective impedance. Figure 2 

shows the V-I characteristic of the magnetron used. 

2 
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Figure 2. Magnetron Characteristic 
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The following problem areas are common under magnetrons and 

have to be considered to protect the modulator and assure reliable 

operation. 

1. The cathode and filament are connected together, 

and since the anode of the magnetron is grounded, 

it has to be driven with a negative pulse at the 

cathode. Thus, the heater voltage "rides" on the 

pulse. Therefore, special attention must be 

given to the way the heater voltage is applied. 

2. With increasing life, the tendency to misfire in~ 

creases strongly. Misfire occurs when the pulse 

drive reaches its nominal value and the magnetron 

fails to conduct. 



3. Arcing between anode and cathode can occur when 

· the magnetron is misfiring or if the magnetron 

is subjected to a large mismatch in its micro­

wave output. 

1.3 INITIAL DESIGN 

It is the purpose of the modulator to collect and store 

energy over a certain time period and to form this energy into a 

short and high-powered periodic pulse. 

The three sections of the modulator are: 

a) The pulse transformer for impedance 

matching. 

b) The pulse generation circuitry also 

called pulse-forming network. 

c) The charging circuit that charges the 

pulse-forming network and provides fail­

ure protection. 

The input impedance of the magnetron has to be matched to a 

suitable modulator output impedance to assure maximum power 

transfer. A pulse transformer is a solution for this problem. 

A dual secondary winding, if connected as in Figure 3, can be 

used to apply the heater voltage and as a series resistor for the 

heater of the magnetron to limit a high switch-on current. This 

switch-on current is large since the cold filament of the heater 

has only approximately 1/8 of the resistance it has in operating 

condition. 

4 
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Figure 13. Corona Test Circuit 

The corona test circuit is not considered to be an accurate 

calibrated indicator of corona but merely an indicator of the 

presence of corona. It consists of a symmetrical high-pass 

filter with a cutoff frequency of 60MHz that is connected across 

the primary winding of the pulse transformer. 

Several transformers were tested with this circuit and 

showed a definite "corona onset" point at 9 to 12kV of pulse 

voltage across the secondary winding. This is well above the 

operating voltage of 5kV. 
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2.3 THE PULSE-FORMING NETWORK 

As discussed in Chapter 1, a lumped-element delay line is 

used to generate the pulse. A lumped line is made up of a cascade 

of symmetrical networks such as the T-section of Figure 14. 

~ 
2 

Ln 
-2-

l7n 
o~--------~1-----------o 

Figure 14. T-Section of Delay Line 

The quantity I LnCn represents the delay time per section; 

therefore, an n-section line, when used as a pulse-forming net-

work, will produce a pulse of duration T if all sections are equal. 

The cutoff frequency of one section is approximated by 

The rise time of the pulse is determined mainly by the first L-C­

section. For an equal section delay line, the first inductor is 

equal to Ln/2. This gives an expression for the rise time Tr. 

1 

The number of section·s necessary to achieve a rise time of 150ns 



is then given by 

n = 7T T 

10 Tr 
= = 7.3 

The total capacitance of the network has to store the energy 

required for each pulse. This energy is 

E = V x I x T = 250V x lOOA x 3.5~s = .0875Ws 

The stored energy in a capacitor is 

this determines the 

c = 2E 
v2 

en = .68 
7 

E = - 1- cv2 
2 

total capacitance of the net\tiJork 

. 175 
1 0 -6 F = . 68~ F = 

.25 

~F = .097~F 

The capacitor Cn of each section ·is .097~F. The inductance Ln 

between each capacitor is determined with 

1 
Cn 

This does not include losses. The transformer is assumed to have 

an efficiency of 95%. The pulse-forming network is estimated 

with 85% efficiency making the total efficiency approximately 

80%. This power loss has to be compensated with an increased 

storage of energy. The capacitance of each line section is 

22 



chosen with 

. 097llF 
.8 
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In the previous section, the primary impedance of the pulse 

transformer was determined with 2.5n. The characteristic imped­

ance of the line will be approximately of the same value. Slight 

mismatches will not affect the power transfer to any great extent 

as Figure 15 shows. n is the ratio of power into any load re­

sistance Rt to the power into a matched load Z
0

• 

n = 4~ 
Zo 

1 

.5 

-
1.0 2.0 

Figure 15. Power Transfer Efficiency 

The capacitors have to withstand large current surges ; 

therefore, foil wrapped capacitors are chosen for the pulse­

forming network. The current in each one of the capacitors are 

approximated in Figure 16 for a four-section network. It is 

shown there that the last capacitor in the line has the largest 

pulse, the highest stress, and would be the first one to fail. 



\ i 1 . 
' 1 4 - Load Current, i 5 --...... _____ ....,; '.../ 

'"'-" 

Step Function 
i 1 i2 i 3 ;4 

Source 

is RQ, = Zo 

Figure 16. Capacitor Currents in Four-Section 
Pulse-Forming Network 
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2.4 SWITCHING CIRCUIT 

As previously mentioned, an SCR was chosen as a switching 

device. However, the SCR is too slow to achieve the desired 

rise time. Furthermore, the instantaneous dissipation is barely 

in the limits of the device. The efficiency is low since 

approximately 30 percent of the energy available from the pulse­

forming network is dissipated in the SCR. 

This makes a secondary switching device necessary. A 

25 

saturable choke is used for this purpose. From Figure 17, it is 

concluded that the choke should saturate at approximately 1.5~s 

after the SCR initially starts to conduct. 1.5~s is a sufficient 

delay to make the SCR conduct. Furthermore, the choke had to 

saturate at a current level of approximately SA so that minimum 

energy would leak out of the pulse-forming network. The initial 

current through the SCR before the choke saturates is called the 

priming current. 

Using a torroidal core for the saturable choke and assuming 

a uniform current sheet around that core, the saturated inductance 

of the core will be 

Ls = Saturated Inductance 

A = An Area Enclosed by a Turn 

1 = Mean Magnetic Path Length 

N = Number of Turns 
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Figure 17. Power Dissipation in Main Switching SCR, No Delay Reactor 



The time to saturation will be governed by the following law: 

E X t = ~B X a X N p 

E = Applied Voltage 

tp = Time to Saturation, Priming Time 

a = Effective Core Area, Iron Area 

Assuming the rise time of the modulator pulse. to be 

where 

t = 2.2 
r 

Ri = zn 

L' = Total s 

L' s 

Inductance 

Ri = Load Resistance 

in Pulse Loop 

z = Pulse~Forming Network Impedance n 

Since t had to be in range from 100 to 300~s, a formula for r 

tr had to be found.3 

t = 1 • 1 ~ o ( ~ - 1 +-1-) W ( ~Bp ) 
2 

r s £ at ~ 

27 

t = 
r (compositepermeability) (peak power in load) (priming time) 2 

(core volume) (available flux density charge)2 

The priming choke chosen has 19 turns of AWG #18 on Magnetics, Inc. 

50002-lA core. The delay obtained is l~s with 540V on the pulse 

form i n g network . 

3T. H. Robinson, "Circuit Configuration and Thyristor Rating 
for Solid-State Modulators~" Proceedings of the Tenth Modulatory 
Sympos i urn, 1968. 
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Figure 18. Power Dissipation in Main SCR with Delay Reactor 

The introduction of the delay reactor in series with the 

main switching SCR reduces the power dissipated in the device 

by a factor of 10. Figure 18 shows the instantaneous dissipa­

tion in the SCR during each pulse. 

28 



2.5 CHARGING CIRCUIT 

Although the charging circuitry has very little effect on 

the output pulse of the modulator, the design of the circuitry 

and the choice of the components is important to the over-all 

efficiency. 

The charging circuit must isolate the power supply from 

the main switching SCR during and shortly after the pulse. 

Furthermore, the charging circuit must spread the recharge of 

the pulse-forming network over as much time as possible, and 

still fully recharge the network before the next pulse is 

developed. 

Resonant charging is used for this modulator. Figure 19 

shows the simplified diagram. 

v _+__.___ 
B 

Figure 19. Resonant Charging Circuit 

The inductance of the pulse-formi~g network is neglected 

sine~ its value is small compared to the inductance of the re­

charge coil, Lc. When switch s2 closes, Lc and Cn will combine, 

forming a resonant circuit. The voltage rise on Cn will be as 

high as 2v8 depending on the value of the total series resist­

ance of the charging loop, Rc. Since the hold-off diode De pre­

vents a reversal of the charging current, the maximum voltage 

will remain on the pulse-forming network until S1 closes. 

29 
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Since the pulse repetition rate of the modulator is approxi-

mately 100- j:>ul-ses per second, the value of Lc is defined by 

Lc < T2 
4.7H - = 

47T2 c n 

where 

T = Pulse Interval 

Cn = Total Pulse~Forming Network Capacitance 

L is chosen with 3H. 
c 



3.1 SUMMARY AND .CONCLUSIONS 

The preceding chapters show how the modulator was designed. 

By the time this report was written, production quantities of 

modulators were built and incorporated into the radar systems. 

31 

The modulators, up to this time, performed well and relia­

bly. However, there is an area that can be improved: The relay 

that is used to prevent a latch-up should be replaced by a solid­

state circuit. 

A new circuit is under investigation that combines the func­

tions of the relay and the contra) SCR (s2) in one transistor 

switching stage. Photo optical couplers will be used to drive 

the transistor switch. 
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